
































































SSOs

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Date Time Street # Street Plant Watershed Basin Overflow Location Pathway Receiving Water Cause of SSO/KUB Response
Total 

Volume 
(Gallons)

Recovered 
Volume 

(Gallons)

Non-
Recovered 

Volume 
(Gallons)

Duration 
(Hours)

Unpermitted 
Discharge

1/2/2006 7:40 PM 5315 BENT RIVER BOULEVARD FC Fourth Creek 43 Grinder Pump Soil Saturation The residential grinder pump was replaced after the mechanical failure of the pump. 10 0 10 2 No
1/2/2006 4:15 PM 2111 COVE VIEW WAY FC Fourth Creek 43 Grinder Pump Soil Saturation The residential grinder pump was repaired after the electrical failure of the pump. 10 0 10 4 No
1/4/2006 10:00 AM 928 COLONIAL AVENUE KUW First Creek 16 MH 24-20 Soil Saturation The sewer main was flushed to remove the blockage caused by roots. 1,156 0 1,156 1 No
1/7/2006 2:30 PM 520 CHEROKEE BLVD KUW Third Creek 38 Broken Main Soil Saturation The sewer main was flushed to remove the blockage caused by debris and pipe material. 449 0 449 1 No

1/10/2006 3:15 PM 2631 EMORILAND BLVD KUW First Creek 8 MH 9-39 Soil Saturation The sewer main was flushed to remove the blockage caused by roots. 92 0 92 1 No
1/16/2006 1:20 PM 1100 BEAVERTON ROAD FC Fourth Creek 42 MH 43-26 Ditch to Soil Saturation The sewer main was flushed to remove the blockage caused by debris. 23 0 23 0.5 No
1/17/2006 10:30 AM 5001 MALONEYVILLE ROAD EB NEKUD 109 MH 93-10 Ditch to Soil Saturation The sewer main was flushed to remove the blockage caused by debris. 408 0 408 1 No
1/17/2006 4:29 PM 4713 OLD BROADWAY KUW First Creek 7 MH 2 Soil Saturation Heavy rainfall in the area resulted in high flows in the collection system. 270 0 270 2 No
1/17/2006 5:17 PM 2505 DELROSE DRIVE KUW Williams Creek 25 MH 12 Williams C reek Williams C reek Heavy rainfall in the area resulted in high flows in the collection system. 1,080 0 1,080 2 Yes
1/17/2006 7:45 PM 436 MARYVILLE PIKE KUW South Knoxville 39 MH 29-2 Pavement to Unnamed Tributary to Goose Creek Goose Creek Heavy rainfall in the area resulted in high flows in the collection system. 3,600 0 3,600 4.75 Yes
1/17/2006 7:21 PM 4132 W MARTIN MILL PIKE KUW South Knoxville 39 MH 62-1 Pavement to Unnamed Tributary to Goose Creek Goose Creek The sewer main was flushed to remove the blockage caused by grease and influenced by heavy rainfall. 450 0 450 2.5 Yes
1/18/2006 2:10 PM 2910 RENNOC ROAD KUW First Creek 4 Cleanout Soil Saturation The sewer main was flushed to remove the blockage caused by debris. 61 0 61 1 No
1/18/2006 2:45 PM 1815 WAYLAND ROAD LC Loves Creek 67 Cleanout Soil Saturation Heavy rainfall in the area resulted in high flows in the collection system. 270 0 270 2 No
1/18/2006 3:39 PM 2601 DAYTON STREET KUW Third Creek 22 MH 18-130 Soil Saturation The sewer main was flushed to remove the blockage caused by grease and roots and was influenced by heavy rainfall. 56 0 56 1 No
1/23/2006 7:40 PM 2828 LOWE ROAD KUW First Creek 4 Unnconnected Lateral Soil Saturation A contractor failed to reconnect a service lateral during a sewer rehabilitation project. 15,334 0 15,334 9  months No
1/26/2006 4:03 PM 5811 WOODBURN DRIVE FC Fourth Creek 33 MH 10-5 Soil Saturation The sewer main was flushed to remove the blockage caused by roots. 216 0 216 24 No
1/26/2006 8:17 PM 4404 ROYALVIEW ROAD KUW Third Creek 11 MH 11-150 Soil Saturation The sewer main was flushed to remove the blockage caused by roots and debris. 45 0 45 48 No
1/26/2006 9:02 PM 4713 OLD BROADWAY KUW First Creek 7 MH 2 Ditch to Soil Saturation and Unnamed Tributary to First Creek First Creek A KUB CIPP contractor turned off a bypass pump before unplugging the sewer main. 14,025 0 14,025 1 Yes
1/31/2006 11:28 AM 4701 CHAPMAN HWY KUW South Knoxville 39 MH 85 Ditch to Soil Saturation The sewer main was flushed to remove the blockage caused by grease. 64 0 64 1 No
1/31/2006 2:00 PM 6304 ROBERTS ROAD EB NEKUD 111 Broken LP Force Main Ditch to Soil Saturation A third-party ditching contractor ruptured the low-pressure force main. 234 224 10 1 No
2/2/2006 11:45 AM 5544 WASHINGTON PIKE KUW First Creek 2 Leaking LP Force Main Soil Saturation There was a small leak from a coupling on the low-pressure force main. 650 325 325 48 No
2/6/2006 9:51 AM 1421 N BROADWAY KUW First Creek 17 MH 3-25 Pavement to Stormwater Catch Basin to Soil Saturation The sewer main was flushed to remove the blockage caused by accumulated grease and debris from a broken pipe. 2,880 0 2,880 24 No

2/28/2006 2:00 PM 3300 DIVISION STREET KUW Third Creek 29 Abandoned Lateral Containment and Soil Saturation The sewer main was flushed to remove the blockage caused by grease and debris. 3,866 500 3,366 1.5 No
2/28/2006 3:00 PM 810 W FOURTH AVENUE KUW Second Creek 23 Underground Flow Containment and Soil Saturation The sewer main was flushed to remove the blockage caused by accumulated grease and debris from a broken pipe. 1,150 575 575 1 No

3/6/2006 8:45 AM 6504 KINGSTON PIKE FC Fourth Creek 33 MHS 1-35 & 1-31 Soil Saturation The sewer main was flushed to remove the blockage caused by grease. 286 0 286 0.5 No
3/9/2006 1:07 PM 5548 WASHINGTON PIKE KUW First Creek 2 Leaking LP Force Main Soil Saturation There was a small leak on the low-pressure force main. 265 0 265 0.5 No

3/12/2006 8:35 PM 2907 GINNBROOKE LANE KUW Knob Creek 47 Wetwell Soil Saturation There was a total loss of electrical service to the station due to squirrels. 180 0 180 1 No
3/20/2006 4:42 PM 1817 ROCKY VIEW WAY KUW First Creek 8 MH 7-142 Ditch to Culvert to Unnamed Tributary of First Creek First Creek The sewer main was flushed to remove the blockage caused by grease. 10,800 0 10,800 4 Yes
3/21/2006 1:28 PM 6917 SEAVER DRIVE FC Fourth Creek 27 MH 22-129 Soil Saturation The sewer main was flushed to remove the blockage caused by debris. 256 0 256 0.5 No
3/25/2006 4:49 PM 3323 DIVISION STREET KUW Third Creek 29 Broken Lateral Soil Saturation The sewer main was flushed to remove the blockage caused by debris. 180 0 180 1.5 No
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1/3/2006 2:55 PM 2810 MAYFAIR DRIVE KUW South Knoxville 40 BBU Routine sewer main flushing by a private contractor resulted in building backup at this residence. 1 0 1 0.01
1/4/2006 6:20 PM 4408 TWIN PINES DRIVE KUW Third Creek 11 BBU The sewer main was flushed to remove the blockage caused by roots and debris due to vandalism. 35 30 5 0.75

1/17/2006 7:21 PM 4132 W MARTIN MILL PIKE KUW South Knoxville 39 BBU The sewer main was flushed to remove the blockage caused by grease and influenced by heavy rainfall. 1 0 1 0.05
1/17/2006 6:41 PM 5811 PLEASANT RIDGE ROAD KUW Third Creek 9 BBU The sewer main was flushed to remove the blockage caused by grease and influenced by heavy rainfall. 18017 18017 0 3
2/13/2006 1:00 PM 501 FERN STREET LC Loves Creek 20 BBU The sewer main was flushed to remove the blockage caused by roots. 105 0 105 8
2/22/2006 6:19 PM 328 E MORELIA AVENUE KUW Second Creek 15 BBU The sewer main was flushed to remove the blockage caused by roots. 500 0 500 3

3/7/2006 11:00 AM 6504 KINGSTON PIKE FC Fourth Creek 33 BBU The sewer main was flushed to remove the blockage caused by grease. 3 0 3 0.08
3/12/2006 4:30 PM 1610 MC CROSKEY AVENUE KUW First Creek 17 BBU Routine sewer main flushing by a private contractor resulted in a building backup at this residence. 1 0 1 0.02
3/26/2006 12:30 PM 317 E QUINCY AVENUE KUW Second Creek 15 BBU The sewer main was flushed to remove the blockage caused by grease and debris. 60 60 0 1
3/31/2006 12:59 PM 2701 SUTHERLAND AVENUE KUW Third Creek 29 BBU The sewer main was flushed to remove the blockage caused by debris. 61 60 1 1
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